
Product Specification
Ord.-No.:

Specification:

Performance:

We reserve the right to introduce changes and alterations in shape and
technology, dimensions weights and materials. Illustrations are non-binding.

Formsheet 991-102-2/23_10_23

114 701 / E0680522
Earthing kit JP-EGVP I, 500 mm length 
NYY-O 70 mm², terminal, connection lug

Earthing kit according to DIN EN 62561-1 to be used for the connection to
the reinforcement.

Type JP-version I, short circuit currents ≤ 25 kA, 16 2/3 Hz
Cable Copper cable NYY-O

Cross section of cable 70 mm²
Dimensions of connection lug (length x width x thickness) 100 x 30 x 8 mm

Material of weld-on lug steel/copper plated
Total length 500 mm
Cable length 350 mm

Material of fixed earthing terminal Copper alloy
Diameter of fixed earthing terminal 50 mm
Length of fixed earthing terminal 50 mm

Connection of fixed earthing terminal M12, female thread
Heat shrink tubing On both sides

Connection of terminals Crimped connection
Approval Eisenbahn Bundesamt, Zeichnungsnr. 3 Ebs 15.03.19 Bl. 22
Weight 900 g

Standard reference DIN EN 62561-1
Packing unit 1 unit

Heat shrink tubing Heat shrink tubing 50
O
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